Bolted brass connectors 1 kV
with 2 grub screws
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Material: brass (Cuzn)
Set screws: steel, electro-tinned
Surface: uncoated or tinned

Part no. Conductor cross-section Dimensions Wrench Packaging Weight
(mm?3) (mm) size (approx. kg)
re/rm d | (mm) 100 pcs

with through hole, uncoated

41021 15-6 8 24 2 single 0.85

4102.1-4 1.5-6 8 24 2 set of 4 0.85

4898 25-16 10 30 2.5 single 1.60

4898-4 25-16 10 30 2.5 set of 4 1.60

with through hole, electro-tinned

41021 2 15-6 8 24 2 single 0.85

41021 Z-4 1.5-6 8 24 2 set of 4 0.85

41021 Z-5 1.5-6 8 24 2 set of 5 0.85

4898 Z 25-16 10 30 2.5 single 1.60

4898 Z-1 25-16 10 30 2.5 set of 1 1.60

4898 Z-4 25-16 10 30 2.5 set of 4 1.60

4898 Z-5 25-16 10 30 2.5 set of 5 1.60

with blind hole, uncoated

4898 T 25-16 10 30 2.5 single 1.60

with blind hole, electro-tinned

4898 T-Z 25-16 10 30 2.5 single 1.60

All sets include a hex wrench.

4898xxx types can be used only up to an conductor outside diameter of & 4.9 mm.

rm = round stranded, sm = sector stranded, re = round solid, se = sector solid.




Bolted aluminium connectors 1 kV
with 2 grub screws or 2 shear head screws
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Material: high-strength Al alloy (AIMgSi), corrosion-resistant
Set screws: brass (CuZn), electro-tinned
Surface: uncoated for Al conductors, tinned for Cu und Al conductors

Part no. Conductor cross-section Dimensions Wrench Weight
without with (mm?) (mm) size (approx. kg)
shear head screw sm se rm re d | (mm) 100 pcs
with blind hole, uncoated
4897 T 4897 T-AK 4 - 35 4 - 35 4 - 35 4 - 35 16 40 4 2.3
6897 T 6897 T-AAK 10 - 50 10 - 50 10 - 50 10 - 50 18 40 4/10 3.5
4894 T 4894 T-AK 16 - 50 16 - 50 16 - 50 * 21 55 6 51
4896 4896 AK 25-70 35-95 16 - 70 16 - 95 25 55 5 6.8
4893 4893 AK 25 -185 35 -185 35 -185 10 - 95 32 80 6 16.8
6893 6893 AK 35-120 50 - 150 35-150 50 -95 28 75 6 9.4
with blind hole, electro-tinned
4897 T-Z 4897 T-Z-AK 4 - 35 4 - 35 4 - 35 4 - 35 16 40 4 2.3
6897 T-Z 6897 T-Z-AAK 10 - 50 10 - 50 10 - 50 10 - 50 18 40 4/10 3.5
4894 T-Z 4894 T-Z-AK 16 - 50 16 - 50 16 - 50 * 21 55 6 51
4896 Z 4896 Z-AK 25-70 35-95 16 - 70 16 - 95 25 55 5 6.8
4893 Z 4893 Z-AK 25 -185 35-185 35-185 10 - 95 32 80 6 16.8
6893 Z 6893 Z-AK 35-120 50 - 150 35 -150 50 - 95 28 75 6 9.4
with through hole, uncoated
4897 4897 AK 4 - 35 4 -50 4 - 35 4 - 50 16 40 4 1.8
6897 6897 AAK 10 - 50 10 - 50 10 - 50 10 - 50 18 40 4/10 3.5
4887 4887 AK 25 -70 35-95 16 - 70 16 - 95 25 55 5 6.5
4888 4888 AK 25 -185 35-185 35-185 10 - 95 32 80 6 15.8
6888 6888 AK 35-120 50 - 150 35-150 50 - 95 28 75 6 8.8
with through hole, electro-tinned
4897 Z 4897 Z-AK 4 - 35 4 -50 4 - 35 4 - 50 16 40 4 1.8
6897 Z 6897 Z-AAK 10 - 50 10 - 50 10 - 50 10 - 50 18 40 4/10 3.5
4887 Z 4887 Z-AK 25 -70 35-95 16 - 70 16 - 95 25 55 5 6.5
4888 Z 4888 Z-AK 25 -185 35-185 35-185 10 - 95 32 80 6 15.8
6888 Z 6888 Z-AK 35-120 50 - 150 35-150 50 - 95 28 75 6 8.8
AK = screws can be unscrewed after removal of shear head
**10 - 35 + 50 Al
Part no. Conductor cross-section Dimensions Wrench Weight
with shear head screw (mm?) (mm) size (approx. kg)
sm se rm re d | (mm) 100 pcs
with blind hole, uncoated
4896 AKO 25 -70 35-95 16 - 70 16 - 95 25 55 5 6.8
4893 AKO 25 -185 35-185 35-185 10 - 95 32 80 6 16.8
with blind hole, electro-tinned
4897 T-Z-AKO 4 - 35 4 - 35 4 - 35 4 - 35 16 40 4 2.3
4896 Z-AKO 25-70 35-95 16 - 70 16 - 95 25 55 5 6.8
4893 Z-AKO 25 -185 35-185 35-185 10 - 95 32 80 6 16.8
with through hole, uncoated
4887 AKO 25 -70 35-95 16 - 70 16 - 95 25 55 5 6.5
4888 AKO 25 -185 35 -185 35-185 10 - 95 32 80 6 15.8
with through hole, electro-tinned
4897 Z-AKO 4 - 35 4 -50 4 - 35 4 - 50 16 40 4 2.3
4887 Z-AKO 25 -70 35-95 16 - 70 16 - 95 25 55 5 6.5
4888 Z-AKO 25 -185 35-185 35-185 10 - 95 32 80 6 15.8

AKO = screws cannot be unscrewed after removal of shear head.
Stranded sector-shaped conductor 185mm? has to be rounded.

rm = round stranded, sm = sector stranded, re = round solid, se = sector solid.




Bolted aluminium connectors 1 kV
with 4 grub screws or 4 shear head screws

Material: high-strength Al alloy
(AIMgS),
_]' corrosion-resistant

_ d Set screws: brass (CuZzZn),
T N | electro-tinned
_l_ Surface: uncoated for
| I | Al conductors, tinned for
Cu und Al conductors

Part no. Conductor cross-section Dimensions Wrench Weight
without with (mm?3) (mm) size (approx. kg)
shear head screw sm se rm re d | (mm) 100 pcs
with blind hole, uncoated
4973 4973 AK 25 - 185 35-185  35-185 1079CU 3 og 6 280

16 - 185 Al 29.0
6988 T 6988 T-AK-AS 120 - 185 + 240* 120 - 240 120 - 240 120 - 240 38 128 6 51.0
with blind hole. electro-tinned
4973 Z 4973 Z-AK 25 -185 35 -185 35-185 10-95Cu 32 108 6 28.0

16 - 185 Al 29.0
6988 T-Z 6988 T-Z-AK-AS 120 - 185 + 240* 120 - 240 120 - 240 120 - 240 38 128 6 51.0

6988 T-Z-2AK** 95 -185 + 240* 50 - 240 35 - 240 50 - 240 38 128 6 51.0

with through hole, uncoated
4968 4968 AK 25-185 35 -185 35-185 10-95Cu 32 108 6 26.0

16 - 185 Al 27.0
6988 6988 AK-AS 120 - 185 + 240* 120 - 240 120 - 240 120 - 240 38 128 6 51.0
with through hole, electro-tinned
49687 4968 Z-AK 25 - 185 35-185  35-185 1079CU 3 og 6 260

16 - 185 Al 27.0
6988 Z 6988 Z-AK-AS 120 - 185 + 240* 120 - 240 120 - 240 120 - 240 38 128 6 51.0

AK = screws can be unscrewed after removal of shear head.

AS = with aluminium bolts

* Stranded sector-shaped conductor 240 mm? has to be rounded.
** With multi shear head screws from aluminium.

Material: high-strength Al alloy (AIMgSi), corrosion-resistant
Set screws: brass (CuZn), electro-tinned
Surface: uncoated for Al conductors, tinned for Cu und Al conductors
Part no. Conductor cross-section Dimensions Wrench Weight
without with (mm3) (mm) size (approx. kg)
shear head screw sm se rm re d | (mm) 100 pcs
with blind hole, uncoated
4973 AK-O 25 - 185 35-185  35-185 079 CU 3 q0g 6 29.0
16 - 185 Al
with blind hole. electro-tinned
4973 Z-AK-O 25 - 185 35 -185 35 - 185 10-95Cu 25 108 6 29.0
16 - 185 Al
with through hole, uncoated
4968 AK-O 25 - 185 35-185  35-185 07 9CU 3 0 6 270
16 - 185 Al
with through hole, electro-tinned
4968 Z-AK-O 25 - 185 35 -185 35-185 10-95Cu 25 108 6 27.0
16 - 185 Al

AK-O = screws cannot be unscrewed after removal of shear head

rm = round stranded, sm = sector stranded, re = round solid, se = sector solid.



