Aluminium V-type direct terminal clamps

Single-conductor connection for Cu and Al. Sector-type conductors with 90° and 120°
possible.

Material: high-strength Al alloy (AIMgSi), uncoated, corrosion-resistant
Pressure pad: brass (CuZn), electro-tinned

Adapter: brass (CuZn), electro-tinned

Grub screw: brass (CuZn), electro-tinned

Belleville washer: spring steel, electro galvanized, ball-cladded

Part no. Conductor cross-section (mm?) Dimensions (mm) Wrench Weight (approx. kg)
sm se rm re a b c size (mm) 100 pcs

4836 N 35-70 50 - 95 10-50 16 -50 28 19 37 5 4.1

4835 N 50-185 50-240 35-70 35-50 34 23 49 6 8.2

4835 N240 70 -240 95-300 50-185 70 -240 34 23 49 6 8.5

4837 120 - 240 150 - 300 120 - 400 41 22 72 6 16.5

4838* 70 -240 95-300 50 -400 41 22 72 6 16.7

* With flat pressure pad.

rm = round stranded, sm = sector stranded, re = round solid, se = sector solid.
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Aluminium V-type direct terminal sets

Completely premounted including clamp and terminal plate.

Material: see V-type clamps/terminal plates/insulating caps

Part no. Conductor cross-section (mm?) Flat hole Wrench Weight (approx. kg)
sm se rm re (mm) size (mm) 100 pcs
4836 NML 35 - 70 50 - 95 10 - 50 10 - 50 10.5 5 7.3
4835 NML 50-185 50-240 35-70 35 - 50 13.0 6 14.7
4835 N240ML 70-240 95-300 50-185 70 - 240 13.0 6 14.7
4837 ML 120 - 240 150 - 300 120 - 400 13.0 6 32.5
4837 ML 1 120 - 240 150 - 300 120 - 400 17.0 6 32.3
4837 ML 2 120 - 240 150 - 300 120 - 400 22.0 6 32.0
4838 ML 70 -240 95-300 50 - 400 13.0 6 32.7
4838 ML 1 70 -240 95-300 50 - 400 17.0 6 32.5
4838 ML 2 70 -240 95-300 50 -400 22.0 6 32.2

Aluminium V-type direct terminal sets with insulating cap

Completely premounted including clamp, terminal plate and insulating cap.

Material: see V-type clamps/terminal plates/insulating caps

Part no. Conductor cross-section (mm?) Flat hole Wrench Weight (approx. kg)
sm se rm re (mm) size (mm) 100 pcs

4836 NE 35 -70 50 - 95 10 - 50 10 - 50 10.5 5 8.4

4835 NE 50 - 185 50-240 35-70 35 - 50 13.0 6 15.8

4835 N240E 70 -240 95-300 50-185 70 -240 13.0 6 15.8

rm = round stranded, sm = sector stranded, re = round solid, se = sector solid.
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Aluminium V-type direct terminal clamps with revolving pressure pad

Single-conductor connection for Cu and Al. Sector-type conductors with 90° and 120°
possible. The pressure pad is free to rotate and clipped onto the grub screw to cover a large
clamping range.

Material: high-strength Al alloy (AIMgSi), uncoated, corrosion-resistant
Pressure pad: brass (CuZn), electro-tinned

Grub screw: brass (CuZn), electro-tinned

Belleville washer: spring steel, electro galvanized, ball-cladded

Part no. Conductor cross-section Dimensions Wrench Torque Weight
(mm3) (mm) size Nm (approx. kg)
sm se rm re a b c (mm) 100 pcs
5846 35-95 50 - 95 25 -50 25 - 50 28 19 37 5 15 4.2
rotated pressure pad 16 - 25 16 - 35 10 - 16 10 - 16 28 19 37 5 12 4.2
5845 50-240 95-300 50-185 70 -150 34 23 49 6 23 8.3
rotated pressure pad 35-50 35-70 16 - 35 16 - 70 34 23 49 6 20 8.3

Aluminium V-type direct terminal clamps with shear head screw

With shear head screw (limited torque)
Single-conductor connection for Cu and Al. Sector-type conductors with 90° and 120°
possible.

Material: high-strength Al alloy (AIMgSi), uncoated, corrosion-resistant
Pressure pad: brass (CuZn), electro-tinned

Adapter: brass (CuZn), electro-tinned

Grub screw: brass (CuZn), electro-tinned

Belleville washer: spring steel, electro galvanized, ball-cladded

Part no. Conductor cross-section (mm?) Dimensions (mm) Wrench Weight (approx. kg)
sm se rm re a b c size (mm) 100 pcs

4835 NAK 50-185 50-240 35-70 35-50 34 23 49 6/5 8.8

4835 N240AK 70 -240 95-300 50-185 70 -240 34 23 49 6/5 8.8

rm = round stranded, sm = sector stranded, re = round solid, se = sector solid.
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Aluminium V-type direct terminal clamps for two conductors

1 Two-conductor connection for Cu and Al. Sector-type conductors with 90° and 120° possible.

Material: high-strength Al alloy (AIMgSi), uncoated, corrosion-resistant
Pressure pad: brass (CuZn), electro-tinned

Adapter: brass (CuZzZn), electro-tinned

Grub screw: brass (CuZn), electro-tinned

X
|@J Belleville washer: spring steel, electro galvanized, ball-cladded

Part no. Conductor cross-section (mm?) Dimensions (mm) Wrench Weight (approx. kg)
sm se rm re a b c size (mm) 100 pcs

5836 35-70 50-95 25-70 35-95 28 18 52 5 7.8

5835 50 - 185 70 -240 50-185 70 -240 34 22 75 6 16.7

5837 95-240 120-300 50-185 70 -240 34 22 75 6 16.7

Steel V-type direct terminal clamps with revolving pressure pad

The pressure pad is free to rotate and clipped onto the grub screw to cover a large clamping
range.

Frame: steel, hot-dip galvanized
Pressure pad: brass (CuZn), electro-tinned
Grub screw: brass (CuZn), electro-tinned
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PVC protective caps

For V-type terminal clamps and frame terminal clamps.

Material: self-extinguishing polypropylene, halogen-free

Part no. Use with part no. Weight (approx. kg) 100 pcs
4836 SK 4836, 4836 N 1.0
4834/35 SK 4835, 4835 N, 4835 N240, 5845, 5865 2.0
4865 SK 4865, 4865 FON 2.6
T-wrench
Fully insulated hex T-wrench for assembling V-type direct terminal clamps and bolted
connectors.
Material: glass-fiber, reinforced plastic, tool steel
Part no. Wrench size Weight (approx. kg) 100 pcs
4890 SW 5 1.0
4891 SW 6 2.0
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Copper V-type terminal plates

®

V-type terminal plates for conductor connection Cu and Al assembled on flat terminals.
Sector-type conductors with 90° and 120° possible.

Material: E-Cu, electro-tinned

Part no. For part no. Flat hole dia. Weight (approx. kg)
(mm) 100 pcs
4836 L 1 4836, 4836 N, 5836, 5846 8.5 3.4
4836 L 4836, 4836 N, 5836, 5846 10.5 3.3
4836 L 2 4836, 4836 N, 5836, 5846 13.0 3.2
4834, 4835, 4835 N, 4835 N240, 4835 S, 4835 AK,
4835 L1 4835 NAK, 4835 N240AK, 5835, 5835 240, 5865, 10.5 5.8
4837, 5845, 5837
4834, 4835, 4835 N, 4835 N240, 4835 S, 4835 AK,
4835 L 4835 NAK, 4835 N240AK, 5835, 5835 240, 5865, 13.0 5.6
4837, 5845, 5837
4834, 4835, 4835 N, 4835 N240, 4835 S, 4835 AK,
4835L 2 4835 NAK, 4835 N240AK, 5835, 5835 240, 5865, 17.0 5.4
4837, 5845, 5837
4837 L 4837, 4838 13.0 16.0
4837 L1 4837, 4838 17.0 15.8
4837 L 2 4837, 4838 22.0 15.5

Copper V-type terminal plates angeled 30°

V-type terminal plates 30° offset for conductor connection Cu and Al assembled on flat
terminals. Sector-type conductors with 90° and 120° possible.

Material: E-Cu, electro-tinned

Part no. For part no. Flat hole dia. Weight (approx. kg)
(mm) 100 pcs
4836 L.1-W30 4836, 4836N, 5836, 5846 8.5 3.4
4835 L1-W30 4834, 4835, 4835 N, 4835 N240, 4835 S, 4835 AK, 105 58
4835 NAK, 4835 N240AK, 5835, 5835 240
4835 L-W30 4834, 4835, 4835 N, 4835 N240, 4835 S, 4835 AK, 12.0 56
4835 NAK, 4835 N240AK, 5835, 5835 240
4835 L 2-W30 4834, 4835, 4835 N, 4835 N240, 4835 S, 4835 AK, 170 54

4835 NAK, 4835 N240AK, 5835, 5835 240
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